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MAIN CHARACTERISTICS
THE MG&MD MODULES FOR COFFEE ARE MADE ENTI-
RELY IN AISI 304 SCOTH-BRITE, THEIR WORK SURFACE 
HAS A Ø 70  HOLE FOR THE PIPES CROSSING OF COFFEE 
MACHINE AND A H=80 MM TRIM (WORK SURFACE WI-
THOUT TRIM ON REQUEST). THE MODELS ARE EQUIP-
PED WITH DRAWERS AND RONDA HOPPERS, SERIE “A1” 
, AND WITH STANDARD ADJUSTABLE FEET OF H=100/150 
MM. POSSIBILITY TO SUPPLY THE SPECIAL VERSION 
FOR “CAPPUCCINI” WITH REFRIGERATED RESERVE AND 
L=900 MM REMOVABLE SURFACE.  

· LOCK FOR STAINLESS STEEL DRAWER
· INNER LIGHTING FOR REFRIGERATED RESERVE
· INTERMEDIATE AND ADJUSTABLE STAINLESS STEEL 

SHELF
· “PRO-FONDI” SYSTEM INTEGRATION 

COFFEE 

**All rights reserved.
Reserved literary production. It is forbidden to reproduce 
(even partially) images, texts, prices or technical sheets, 
without MD&MD srl signed authorization.



211www.moving-glass.com

 A  B 

Technical Catalogue 2018 edition

BA
R 

M
OD

UL
ES

 LENGHTS (STANDARD)

 C -  SPECIAL VERSION

COFFEE CASES SECTIONS

COFFEE 


